2MP DOME FIXED LENS

AFRICA'S LEADING MANUFACTURER AND DISTRIBUTOR OF ELECTRONIC SECURITY PRODUCTS

895-29-D2MP28MM20M m

2.0 Megapixels CMOS
1080P Resolution [ : . §
2.8mm Fixed Lens

20M IR

4in 1 Dipswitch controlled

PRODUCT SPECIFICATION DETAIL

Model : 895-29-D2MP28MM20M

Lens:2.8MM

Sensor Type : 1/4" CMOS

Effective Pixels : 1920(H) x 1080(V); 2MP

Resolution : 1080P

S/N Ratio : More than 48dB

Minimum Illumination : OLux (with IR LED ON)
Electronic Shutter Speed : PAL:1/50s-1/10000s;NTSC:1/60s-1/10000s
Gain Control : Auto

White balance :Auto

Day and night switching : ICR (IR-Cut filter Removable), mechanical.
IR Distance : 20 Meters ( With 18 Unit Infrared LED’s)
IR Status : Under 10 Lux by CDS

IR On : CDS Auto

Compatible Video Format: AHD / TVI/ CVI/ CVBS
Power Consumption : 12VDC (+/-10%)/ 300mA
Water Resistance : IP66

Dimension (mm) : 94x70

Weight (g) : 357

Storage Temperature :-30~ +60

Operating Temperature : -10~ +55

Colour - Off White
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